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MACADAM SYSTEM
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Detail 1

Concrete cap beam

Concrete blocks
all cells filled with rc

1
2" steel Hor.
 reinforcement

(2) 12" steel reinforcement, 38" stirrup @ 10"

1
2" steel Vert.
 reinforcement @ 24"

Concrete strip foundation
(4) 12" steel @ 12"

1
2" steel @ 10"

Detail 2

Existing chain link fence

WELL COMPACTED BACKFILL MATERIAL
HEIGHT VARIES ACCORDING TO CONTOUR LINES

GROUND LEVEL

MACADAM SYSTEM
1" LAYER OF GRAVEL OVER 8" LAYER OF BROKEN STONES

Existing fence base wall

Extended base wall in RC
according to backfill height demand

Poor concrete bed

350 Psi concrete round mold kerb

Detail 3

MACADAM SYSTEM
1" LAYER OF GRAVEL OVER 8" LAYER OF BROKEN STONES

Backboard foundation detail

PLAYING SURFACE

BROKEN STONES

3/8" stirrups @ 8 "

(6)  1/2", check backboard column
for distribution of steel and anchors

Flush

Scoreboard foundation detail

PLAYING SURFACE

BROKEN STONES

3/8" stirrups @ 8 "

(4)  1/2" reinforcement steel
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TECHNICAL SPECIFICATIONS

STANDARD GRADE OF CONCRETE: M25

concrete mix 1:1:2

CONCRETE STRENGTH: 25 MPa / 3625 psi

COVERING UNDER SOIL: 3"

COVERING OVER SOIL: 2"

MAXIMUM AGGREGATE SIZE: 3/4"

STEEL GRADE: 60 ksi
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